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Special Function
Analog Output

Protocol
Sensor Input / Alarm Output

Audio I/O

Network Interface

« Intelligent IR LED Control, IR LED 2| 350m

Memory
+ Triple Streaming : H.265, H.264, M-JPEG IR Wavelength /
. Working Distance /
+ MAX. 30FPS @ All Resolutions Brightness control

Working Environment
Dimensions

Certification

Weight

207.5

Power Supply

1/1.9" CMOS Sensor

2,420K pixel

23t x36, CIXIE x32

50 dB 0|4

F1.5 ~ F4.8, f=6mm ~ 216mm

H:56.5°(Wide) ~ 2.12°(Tele),
V:33.63°(Wide) ~ 1.19°(Tele)

DSS Off : 015 Lux @ Color, 0.01 Lux @ B/W
DSS On : 0.0375 Lux @ Color, 0.002 Lux @ B/W

Auto / Day / Night(ICR)

Auto / Manual

Auto / Iris / Shutter / Manual / Bright

Auto / Indoor / Outdoor / Manual (Red, Blue Gain ZE7ts)
On/ Off

On/ Off

On / Off

Adjustable

Yes / On / Off

8K, 7 ZHEA|

T : 360°(Fer2|H) / 2E : -10°~90°

TEMI: 2400/, 5 01°~240° A E g u i), 23 1°~00%E
255 T2|Ml /4 THH [IHETE 768 HH(A 52 22) /128 H
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Auto Flip, Auto Parking, Power-up Action &

CVBS 1Vp-p(NTSC or PAL)

Pelco-D / RS-485

2 U, ZE AHES WAl /153, o] £ WA
%|Ci §38FDC 24V, 1A/ AC 125\/, 0.5A

24 ™ Line In/Out
Ethernet 10/100 Base-T (RJ-45)

Micro SD

850nm / 350m / A5 (F g ¢s) +5(0ff~127)

-30°C ~ 50°C/ -22°F ~ 122°F

226(2) x 362.8(H) [mm] / 8.9(@) x 14.3(H) ["] /
SR ]

IP 66
Approx. 7 kg / 15.5 Ib / E2171 ®|Q|

DC 12V, 3.5A

Video

Simultaneous Access

400.5

Video Compression

556.3

1
Resolution
|

Max. Frame Rate

Video Streaming

MAX. 10 Users
H.265, H.264, MJPEG

1920%1080, 1280%1024, 1280%x960, 1280%720,
1024x768, 640x480, 320240
30fps @ all resolution

Triple Stream (Stream 1, 2, 3), RTP/RTSP,
Unicast RTP, Multicast RTP




